
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

APPENDIX R: 

 

Cross-Section of Cap Alternative 
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FINAL GRADE (GRASS)

CLEAN OFF-SITE FILL

PCB SOILS

LEFT IN PLACE

PCB

SOIL REPOSITORY

PCB SOILS

LEFT IN PLACE

PCB

REPOSITORY WALLS

VARY IN TYPE I.E. BRICK

CINDER BLOCK,

POURED CONCRETE

-EXISTING STRUCTURES

MARKER BARRIER

A

MARKER BARRIER

B

MARKER BARRIER

A

4" CONCRETE CAP

OVER PCB REPOSITORY

CONTAINING 4" STEEL

MESH IMBEDDED 1" FROM

BOTTOM

NOTES:

1. MARKER BARRIER A = A GEOTEXTILE MEMBRANE UNIQUE FROM

THOSE OF THE SOIL REPOSITORY AND CLEAN UTILITY CORRIDORS

2. MARKER BARRIER B = A DISTINCTIVELY COLORED GEOTEXTILE

MEMBRANE

3. THIS DRAWING IS A GRAPHICAL REPRESENTATION ONLY AND

SHOULD NOT BE USED AS A SURVEY

4. EXISTING STRUCTURES (DRY WELL AND COAL CHUTE) WILL HAVE

WALLS AND CONCRETE CAP.  PROPOSED SOIL REPOSITORIES

WILL NOT HAVE WALLS OR A CONCRETE CAP.  THE UTILITY VAULT

WILL NOT HAVE  A CONCRETE CAP.
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Goldman Environmental Consultants, Inc.
60 Brooks Drive

(781) 356-9140 Fax: (781) 356-9147
www.GoldmanEnvironmental.com

Braintree, MA 02184

Alternative Cap

169.2 Bridge Street
Lowell, Massachusetts

1785-6070

APPENDIX R

Mass Mills III
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